
Power Consumption
Max Laminating Width

Film Thickness
Max Laminating Speed

Ready Time
Drive Motor

Max Temperature Control
Speed Control

Max. Film Diameter
Film Core Size

Mounting Thickness
Foot S/W

Safety System
Side Cutter

Take up Shift
Roller Diameter

Unit Weight
Unit Dimension (WxDxH)

Carton Weight
Carton Dimension (WxDxH)

Description RSC-1654H
1600W

1650mm (65’2)
25~500mic (1~20mil)

5m/min
10 min

DC geared
50°C

9 settings (key pad)
Ø 200

3” Auto grip
15mm

Yes
Laser system

No
Yes
Ø 82

272 Kg
1950X550X1040 (mm)

293 Kg
2178X814X710 (mm)

• Durable Korean Motor
• Max Laminating Width: 1650mm(65”)

• Chain-Driven synchronized take-up device
• 9 speed settings up to 5m/min
• Foot pedal control
• Auto-Grip Hubs for easy replacement of film rolls
• Laser system for safety
• Film thickness:20~500mic
• Mounting thickness:15mm
• Roller Diameter:82mm
• Option: Rear Rewinder
• RSC-1654H with heat asisstant function,

top roller up to 50° (122 F°)

Power Consumption
Description RSC-1654H

1600W

The Most Cost-Effective Cold Laminators-New Model

Wide Format Laminator

RSC-1654H

 z Ancho máximo de laminación: 1650 mm (65 “)

 z Motor coreano duradero

 z Dispositivo de recogida sincrónico accionado por cadena

 z Configuración de 9 velocidades hasta 5 m / min

 z Control del pedal de pie

 z Hub de agarre automático para reemplazo fácil de rollos de film

 z Sistema láser para seguridad

 z Grosor de la película: 20 ~ 500 mic

 z Espesor de montaje: 15 mm

 z Diámetro del rodillo: 82 mm

 z Opción: Rebobinadora trasera

 z Rodillo superior calefactado hasta 50 ° (122 ° F )








